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Intelligent built-in bypass soft starter with built-in three-phase AC contactor, combined with SCR power drive,
software and hardware protection, keyboard operation, torque control and fuzzy PID closed-loop algorithm Wi o w2
and ather technologies. |t integrates motor saft  start, sofl stop, light load energy saving and multiple — - =84 &
functions are all in one. The newly bulll intelligent starting equipment with international advanced level, This ™ JI &
equipment has complete functiens and stable performance, and |s widely used in the start-up process of T I-F' [ L I |
; i |
transmission equipment, fans, pumps, compressors and other loads, |
T
Easy to control! support a variely of communication prolocols; operation panel canbe used oulside; o ™ |
- . -
programmable output; 4-20mA DC analog output. T s \ |
Long life:compared to intense heating, heavy harmonic pollution and high module consumption caused 4l e
by online module, this type of soft starter has a longer using life and more safety. :
. ey || |
Liguid crystal display: this display is more intuitive and convenient, No need for conltrol circuitry: it greally T & & & j_l_ - |
T

saves the material cost.

Space saving: compared with star-delta starter and self coupling decompression starter, the built-in

bypass greally reduces space requirement for the cabine!, so the user can arrange the electrical Outline Dimensian(mm) Installation DI ionfmm)
190 110 285 Mé

5.5-75KwW 160 310
S0-200KW 260 550 250 185 480 M8 <20
220-400KW 300 610 250 220 535 &
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